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Re Item V 

Reasoned statement under Article 35(2) PCT with regard to novelty, inventive step or 
industrial applicability; citations and explanations supporting such statement 

1 The following documents cited in the International Search Report are referred to in this 
communication: 

D1 : EGGERT L: "Host Identity Protocol (HIP) Rendezvous Mechanisms; draft-eggert- 
hip-rendezvous", 5 February 2004 (2004-02-05), XP002300905 

D2: NIKANDER P ET AL: "End-Host Mobility and Multi-Homing with Host Identity 
Protocol; draft-nikander-hip-mm-OO.txt", 1 7 June 2003 (2003-06-1 7), XP01 500461 5 

2 The present invention relates to methods (claims 1 and 20), an associated system 
(claim 19), and an associated apparatus (claim 21) for managing HIP-based 
connections between legacy (i.e., non-HIP enabled) and HIP-enabled nodes. 

3 The subject-matter of the present application appears to be novel and inventive over the 
cited prior art (Article 33(2) and (3) PCT) and therefore meets the criteria mentioned in 
Article 33(1) PCT: 

3.1 Document D1 , which is considered as closest prior art, discloses with regard to the 
broadest claim 20 (the references in parentheses applying to this document): 

A method of use by an HIP proxy ("DNS"; Fig. 4) of partially securing 
communications, via the HIP proxy, between a first host ("non-HIP Initiator"; Fig. 
4), which is not HIP-enabled and a second host ("HIP Responder"; Fig. 4), which 
is HIP-enabled, comprising the steps of: 

(a) receiving a query ("FQDN(R)") from the first host to resolve the IP address of 
the second host (Fig. 4, step #3); 

(b) in response to said query, retrieving an IP address ( U IP(RVS)") and an HIT 
("HI(R)") associated with the second host (Fig. 4, step #4); 

(c) maintaining a mapping between the retrieved IP address ("IP(RVS)") and the 
retrieved HIT ("HI(R)"); 

(d) using the mapping to negotiate a HIP connection between a Rendezvous 
Server and the second host, upon receipt of a session initiation message at 
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the Rendezvous Server from the first host including the IP address 
("IP(RVS) U ) as its destination address (page 9, section 4.1, first paragraph: 
"...a non-HIP initiator starts communication with a HIP node"; page 9, section 
4.1, last paragraph: "...non-HIP node I. ..sets up transport-layer connections 
using the IP addresses IP(RVS)..."; Fig. 4, step #5). 

3.2 As a result, the subject-matter of claim 20 differs from that of document D1 in that, 
in response to said retrieval of an IP address and an HIT, a substitute IP address 
associated with the second host is returned by the HIP proxy and that the HIP 
proxy itself is responsible for controlling the HIP connections. 

3.3 Therefore, the objective problem underlying claim 20 is regarded as how to 
centrally control HIP connections between legacy and HIP-enabled nodes located 
behind an intermediary forwarding node. 

3.4 In view of the teachings of document D1, the person skilled in the art would not 
arrive at the proposed solution to the above-mentioned problem since in D1 the the 
DNS and the Rendezvous Server are not connected to each, hence the actual HIP 
proxy, i.e., the Rendezvous Server, may not centrally control the establishment of 
HIP connections in the presence of another intermediary (forwarding) node. 

3.5 Equally, document D2 neither alone nor in combination with D1 discloses or 
suggests the subject-matter of claim 20 since it is merely related to standard 
readressing mechanisms in generic HIP-based connections including Forwarding 
Agents. 

4 In the light of the above-mentioned reasons regarding independent method claim 20, 
the subject-matter of independent claims 1, 19, and 21 is also considered novel and 
inventive, since it is directed to corresponding complementary units. 
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It is desirable to provide a method of at least partially securing communications 
between a first host which is not HIP enabled and a second host which is HIP enabled 
via a HIP proxy that avoids the above-mentioned problems. 

SUMMARY OF THE INVENTION 

According to a first aspect of the present invention there is provided a method of at least 
partially securing communications, via a HIP proxy, between a first host which is not 
HIP enabled and a second host which is HIP enabled, the method comprising: sending a 
query from the first host to resolve the IP address of the second host; in response to said 
query, retrieving an IP address and HIT associated with the second host; in response to 
said retrieval, returning from the proxy a substitute IP address associated with the 
second host; maintaining at the proxy a mapping between the substitute IP address, the 
retrieved IP address and the retrieved HIT; and upon receipt of a session initiation 
message at the proxy from the first host including as its destination address the 
substitute IP address, using the mapping to negotiate a HIP connection between the 
proxy and the second host 

The method may comprise looking up the retrieved IP address and the retrieved HIT 
from the mapping based on the substitute IP address in the session initiation message, 
and performing the HIP negotiation using the retrieved IP address and the retrieved HIT 
to locate and identify the Responder in the HIP negotiation together with an IP address 
and HIT of the proxy to locate and identify the Initiator in the HIP negotiation. 

The retrieved IP address may be the IP address of a Forwarding Agent used by the 
second host, and further comprising initiating the HIP negotiation between the proxy 
and the second host by sending the initial HIP negotiation packet to the Forwarding 
Agent. 

The method may further comprise, following receipt of the actual IP address of the 
second host at the proxy during the HOP negotiation, including the actual IP address in 
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the mapping maintained at the proxy. The retrieved IP address may be replaced in the 
mapping by the actual IP address following its receipt at the proxy. 

The retrieved IP address may be the actual IP address of the second host. 

The method may comprise generating the substitute IP address at the proxy. 

The method may further comprise, for an outgoing message received at the proxy after 
the HIP connection has been established including as its destination address the 
substitute IP address, using the mapping to route the message over the HIP connection 
to the second host. This may entail looking up the actual IP address and the retrieved 
HIT from the mapping based on the substitute IP address in the outgoing message, and 
routing the outgoing message to die second host using the actual TP address and the 
retrieved HIT to locate and identify the destination of the message, and using an IP 
address and HIT of the proxy to locate and identify the source of the message. 

The method may further comprise completing the establishment of communications 
between the first and second hosts by forwarding the session initiation message from the 
proxy to the second host over the HIP connection, replying with a session 
acknowledgment message from the second host to the proxy over the HIP connection, 
and routing the session acknowledgment message to the first host. The session 
acknowledgment message may be a TCP ACK message. 

The session initiation message may be a TCP SYN message. 

The method may further comprise, for an incoming message received at the proxy from 
the second host over the established HIP connection, using a NAT function of the proxy 
to route the message to the appropriate destination host 

The above-mentioned query may be a DNS query. The proxy may intercept the DNS 
query from the first host. The proxy may perform the step of retrieving the IP address 
and HIT associated with the second host. 
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The proxy may retrieve the IP address and HIT associated with the second host from an 
external DNS server. Or the proxy may retrieve the IP address and HIT associated with 
the second host from an internal DNS server. 

According to a second aspect of the present invention there is provided a 
communications system comprising a first host which is not HIP enabled, a second host 
which is HIP enabled, and a HIP proxy, wherein: the first host comprises means for 
sending a query to resolve the IP address of the second host; the proxy comprises means 
for retrieving, in response to said query, an IP address and HIT associated with the 
second host, for returning, in response to said retrieval, a substitute IP address 
associated with the second host, for maintaining a mapping between the substitute IP 
address, the retrieved IP address and the retrieved HIT, and for using the mapping, upon 
receipt of a session initiation message from the first host including as its destination 
address the substitute IP address, to negotiate a HIP connection between the proxy and 
the second host. 

According to a third aspect of the present invention there is provided method for use by 
a HIP proxy of at least partially securing communications, via the proxy, between a first 
host which is not HIP enabled and a second host which is HIP enabled, the method 
comprising: receiving a query from the first host to resolve the IP address of the second 
host; in response to said query, retrieving an IP address and HIT associated with the 
second host; in response to said retrieval, returning a substitute IP address associated 
with the second host, and maintaining a mapping between the substitute IP address, the 
retrieved IP address and the retrieved HIT; and upon receipt of a session initiation 
message from the first host including as its destination address the substitute IP address, 
using the mapping to negotiate a HIP connection between the proxy and the second 
host. 

According to a fourth aspect of the present invention there is provided a HIP proxy for 
use in at least partially securing communications, via the proxy, between a first host 
which is not HIP enabled and a second host which is HDP enabled, comprising: means 
for receiving a query from the first host to resolve the IP address of the second host; 
means for retrieving, in response to said query, an IP address and HIT associated with 
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the second host, for returning, in response to said retrieval, a substitute IP address 
associated with the second host, and maintaining a mapping between the substitute IP 
address, the retrieved IP address and the retrieved HIT; and means for using the 
mapping, upon receipt of a session initiation message from the first host including as its 
destination address the substitute IP address, to negotiate a HIP connection between the 
proxy and the second host. 

According to a fifth aspect of the present invention there is provided a computer 
program which, when run on a HIP proxy, causes the proxy to carry out a method 
according to the third aspect of the present invention. 

According to a sixth aspect of the present invention there is provided a computer 
program which, when loaded into a HIP proxy, causes the proxy to become one 
according to the fourth aspect of the present invention. 

The computer program may be carried on a carrier medium, which may be a 
transmission medium or a storage medium. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Figure 1, discussed hereinbefore, illustrates the various layers in the Host Identity 
Protocol; 

Figure 2, also discussed hereinbefore, illustrates the operation of the four-way 
handshake in the HIP protocol; 

Figure 3, also discussed hereinbefore, shows the logical and actual packet structures in 
HIP; 

Figure 4, also discussed hereinbefore, illustrates a hand over between IPv6 and IPv4; 

Page 14a follows... 
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Figure 5, also discussed hereinbefore, is a schematic diagram illustrating the general 
network set up for communications between a legacy host and a HIP node via a HEP 
proxy; 



Figure 6 is a message exchange diagram illustrating schematically a method of at least 
partially securing communications between a legacy host and a HIP host according to 
an embodiment of the present invention; 
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1 . A method of at least partially securing communications, via a Host Identity 
Protocol, HIP, proxy, between a first host which is not HIP enabled and a second host 
which is HIP enabled, the method comprising: 

sending a query from the first host to resolve the Internet Protocol, IP, address 
of the second host; 

in response to said query, retrieving an IP address and Host Identity Tag, HIT, 
associated with the second host; 

in response to said retrieval, returning from the proxy a substitute IP address 
associated with the second host; 

maintaining at the proxy a mapping between the substitute IP address, the 
retrieved IP address and the retrieved HIT; and 

upon receipt of a session initiation message at the proxy from the first host 
including as its destination address the substitute IP address, using the mapping to 
negotiate a HIP connection between the proxy and the second host 

2. A method as claimed in claim 1, comprising looking up the retrieved IP address 
and the retrieved HIT from the mapping based on the substitute IP address in the session 
initiation message, and performing the HIP negotiation using the retrieved IP address 
and the retrieved HIT to locate and identify the Responder in the HIP negotiation 
together with an IP address and HIT of the proxy to locate and identify the Initiator in 
the HIP negotiation. 

3. A method as claimed in claim 1 or 2, wherein the retrieved IP address is the IP 
address of a Forwarding Agent used by the second host, and further comprising 
initiating the HIP negotiation between the proxy and the second host by sending the 
initial HEP negotiation packet to the Forwarding Agent. 

4. A method as claimed in claim 3, further comprising, following receipt of the 
actual IP address of the second host at the proxy during the HIP negotiation, including 
the actual IP address in the mapping maintained at the proxy. 
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5. A method as claimed in claim 4, wherein the retrieved IP address is replaced in 
the mapping by the actual IP address following its receipt at the proxy. 

6. A method as claimed in claim 1 or 2, wherein the retrieved IP address is the 
actual IP address of the second host 

7. A method as claimed in any preceding claim, comprising generating the 
substitute IP address at the proxy. 

8. A method as claimed in any preceding claim, further comprising, for an 
outgoing message received at the proxy after the HIP connection has been established 
including as its destination address the substitute IP address, using the mapping to route 
the message over the HIP connection to the second host 

9. A method as claimed in claim 8, when dependent on claim 4, comprising 
looking up the actual IP address and the retrieved HIT from the mapping based on the 
substitute IP address in the outgoing message, and routing the outgoing message to the 
second host using the actual IP address and the retrieved HIT to locate and identify the 
destination of the message, and using an IP address and HIT of the proxy to locate and 
identify the source of the message. 

10. A method as claimed in any preceding claim, further comprising completing the 
establishment of communications between the first and second hosts by forwarding the 
session initiation message from the proxy to the second host over the BDDP connection, 
replying with a session acknowledgment message from the second host to the proxy 
over the HIP connection, and routing the session acknowledgment message to the first 
host. 

11. A method as claimed in claim 10, wherein the session acknowledgment message 
is a TCP ACK message. 

12. A method as claimed in any preceding claim, wherein the session initiation 
message is a TCP SYN message. 
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13. A method as claimed in any preceding claim, further comprising, for an 
incoming message received at the proxy from the second host over the established HIP 
connection, using a NAT function of the proxy to route the message to the appropriate 
destination host. 

14. A method as claimed in any preceding claim, wherein the query is a DNS query. 

15. A method as claimed in any preceding claim, wherein the proxy performs the 
step of retrieving the IP address and HIT associated with the second host. 

16. A method as claimed in claim 15, wherein the proxy retrieves the IP address and 
HIT associated with die second host from an external DNS server. 

17. A method as claimed in claim 15, wherein the proxy retrieves the IP address and 
JUT associated with the second host from an internal DNS server. 

18. A method as claimed in any preceding claim, wherein the proxy intercepts the 
query from the first host 

1 9. A communications system comprising a first host which is not Host Identity 
Protocol, HIP, enabled, a second host which is HIP enabled, and a HIP proxy, wherein: 

the first host comprises means for sending a query to resolve the Internet 
Protocol, IP, address of the second host; 

the proxy comprises means for retrieving, in response to said query, an IP 
address and Host Identity Tag, HIT, associated with the second host, for returning, in 
response to said retrieval, a substitute IP address associated with the second host, for 
maintaining a mapping between the substitute IP address, (he retrieved IP address and 
the retrieved HIT, and for using the mapping, upon receipt of a session initiation 
message from the first host including as its destination address the substitute IP address, 
to negotiate a HIP connection between the proxy and the second host 

20. A method for use by a Host Identity Protocol, HIP, proxy of at least partially 
securing communications, via the proxy, between a first host which is not HIP enabled 
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and a second host which is HIP enabled, the method comprising: 

receiving a query from the first host to resolve the Internet Protocol, IP, address 
of the second host; 

in response to said query, retrieving an EP address and Host Identity Tag, HIT, 
associated with the second host; 

in response to said retrieval, returning a substitute IP address associated with the 
second host, and maintaining a mapping between the substitute IP address, the retrieved 
IP address and the retrieved HIT; and 

upon receipt of a session initiation message from the first host including as its 
destination address the substitute IP address, using the mapping to negotiate a HIP 
connection between the proxy and the second host. 

21. A Host Identity Protocol, HIP, proxy for use in at least partially securing 
communications, via the proxy, between a first host which is not HOP enabled and a 
second host which is HIP enabled, comprising: 

means for receiving a query from the first host to resolve the Internet Protocol, 
IP, address of the second host; 

means for retrieving, in response to said query, an IP address and Host Identity 
Tag, HIT, associated with the second host, for returning, in response to said retrieval, a 
substitute IP address associated with the second host, and maintaining a mapping 
between the substitute IP address, the retrieved IP address and the retrieved HIT; and 

means for using the mapping, upon receipt of a session initiation message from 
the first host including as its destination address the substitute IP address, to negotiate a 
HIP connection between the proxy and the second host. 

22. A computer program which, when run on a HIP proxy, causes the proxy to carry 
out a method as claimed in claim 20. 

23. A computer program which, when loaded into a HDP proxy, causes the proxy to 
become one as claimed in claim 21 . 

24. A computer program as claimed in claim 22 or 23, carried on a carrier medium. 
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25. A computer program as claimed in claim 24, wherein the carrier medium is a 
transmission medium. 

26. A computer program as claimed in claim 24, wherein the carrier medium is a 
storage medium. 
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